
Horiso - Specialty Venetian Blinds  
Sunshield - Rack Arm Shading Systems

Motorised or manual control
Internal or external installation
Aluminium / timber

horiso.com.au
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Horiso is a leading manufacturer of solar control shading systems for architects, developers and builders. 
Our trusted shading systems have been installed across the globe, including Australia, New Zealand, USA, 
Canada, and throughout Asia.

product range. With proven expertise in the commercial, hospitality, government, and residential sectors, our 
products are versatile and adaptable to any context.

With each new project, Horiso provides complete building assessment, detailed planning and specialised 

Our aim with each application is to provide a solution

Horiso products are able to:

• Control solar heat gain

• Maximise use of daylight

• Reduce air conditioning loads and operating costs

• Improved Internal Environmental Quality (IEQ)
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Innovation



5

We are 
committed
to supplying 
innovative design 
and sustainable 
technology

Queensland University General Purpose Building GPN-4
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Horiso shading systems -

snow and extreme heat.

• Are suitable for external, internal and within double skin facade applications depending on the 
building’s needs and design

• Can be independently controlled or integrated with other building management systems in 
order to maintain a building’s highest performance level

•

appeal and adaptability

•
encouraging engineering and material advancements

of materials, to the supply, manufacture and testing of products, right through to installation, Horiso 
Specialty Venetian Blinds

Technically Advanced 
Design

Queensland University General Purpose Building GPN-4



Automation 
Control 
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at various levels of sophistication and comfort. Control options can be installed either by hardwired or 

control, to time scheduled automation, through to integration with building 
management systems, multiple options with scalability are available.

Additional automation features can be included, such as: linked blind control, individual user 
programming, and weather sensor-based automation for temperature and wind conditions.

Intelligent automation with predictive sun tracking can be achieved using advanced building 
environmental modelling which assesses and implements programmed automation, based on a 
building’s geographical location, its shadowing by surrounding buildings, and its solar path 
positioning.

Automation control options include:

•

• Time scheduled automation response settings

• Temperature and wind control

• BMS and A/V integration

• Advanced building environmental modelling

• Sun tracking
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Advanced intelligent automation adds an additional level of 
sophistication to standard automation with predictive automated 
control. Louvre systems operate pro-actively with advanced 
building environmental modelling algorithms.

Group Control

Linked blinds can be controlled in unison for zonal control.

Sun Tracking

Automated proactive sun tracking tilts slats predictively at 
various angles throughout the day to control glare and solar heat 
gain. The sun tracking is programmed to the building’s advanced
environmental modelling solar path algorithms.

• Sun angle of incidence algorithm takes into account:

Geographic location

Daylight harvesting
Control of solar heat gain

Sensors

Strategically placed sensors allow the system to react to 
weather conditions by automatically deploying retracting 
or tilting. Sensors monitor brightness/illuminance, wind, 
rain and temperature, set to programmed threshold 
values.

Advanced Building Environmental Modeling

Detailed modelling on a building’s geographical coordinates, solar 

from surrounding buildings is assessed for sun tracking control and 
placement of sensors.

• Strategically placed sensors allow the system to 
determine overcast, bright overcast, and clear sky 
conditions

building layouts

BMS and A/V Integration

Systems communicate directly with BMS/AV systems. 
Each device is treated as a separate node in the network 

• Horiso automation systems are BACnet native 
devices so they integrate and communicate
directly with BMS systems for improved reliability 
and resiliency

Hardwired or wireless control for up and down movement 
plus tilting functionality.

Integrated Software

control, history and logging for analytics, system status 

and dashboard views available.

Time scheduled response settings

Responsive base control deploys, tilts and retracts at 

monthly or yearly.

Standard Control

Standard Automation Advanced Intelligent Automation

Common Automation Features

Standard Switch and Remote control

Hardwired or wireless control for up and 
down plus tilting functionality.



Sustainable 
Commitment
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Horiso is committed to providing solar control shading systems designed and engineered to help 
reduce the environmental impact of a building’s energy consumption. By combining sustainable 

cleaner, more sustainable future. 

Horiso solar shading systems:

•

•

• Save money on heating and cooling systems

• Improve productivity and well-being through increased natural light 

• Minimise energy consumption through automated operation
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Horiso is continually improving the production process for each system, ensuring that energy 
consumption and wastage are kept to a minimum. We also ensure that our external suppliers have 

Manufacturing Commitment

Horiso are committed to:

• Optimising raw material consumption

• Minimising and managing waste during production

• Improving component durability ensuring the longevity of our products

• Using recyclable aluminium

•
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Horiso - Specialty Venetian Blinds

Motorised or manual control
Internal or external installation
Aluminium / timber
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Horiso Specialty Venetian Blinds control, maintain and optimise natural interior conditions, making 

The tilting slats are able to provide the optimal amount of daylight, minimising the need for 

By controlling solar glare, our systems are also able to reduce eye irritation and improve computer 
screen visibility, contributing to higher comfort and productivity levels.

Horiso Specialty Venetian Blinds:

• Reduce thermal heat gain by up to 93%

• Optimise shading at varying sun angles

• Contribute to achieving a high environmental green building rating

• Prevent potential UV damage

• Provide years of reliable operation with minimal maintenance

•

Solar
Control

cut glare and control daylight reduce energy consumption

reduce heat gain manage privacy

15   Specialty Venetian Blinds
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External 
Installation

External Horiso Specialty Venetian Blinds can accommodate large façade openings with widths of up to 6 
metres and drops of up to 9 metres. Our systems are engineered to endure all types of extreme 
weather conditions such as high wind loads, snow and ice. Integration with a wind sensor protects the 
blinds from damaging winds by automatically tilting the slats at 90º and, in extreme cases, retracting the 
system entirely.

of all louvre and component materials, as well as their pretreatment and coating. Double omega punching 
also stabilises blinds during operation.

inspire architectural features, create large outdoor areas, and provide privacy and protection from the sun 
and other weather conditions.

Externally installed systems provide:

• Optional perforated slats which maintain exterior views even while closed

•

•

• Reduced heat and cold transfer

•

• Wind sensor integration for high wind and extreme weather protection

Showroom in Thailand
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Internal 
Installation

as adding a design element to any interior setting. Various control options also ensure easy and 
convenient operation.

In this way, not only do they minimise eye irritation but improve the productivity and general comfort 
of the space.

Internally installed systems also allow for privacy control while perforated slats are available to 
maintain exterior views while the slats are closed.

Walsh Bay Apartments, Sydney18



Double Skin 
Façade Installation

The installation of Horiso Specialty Venetian Blinds in a double skin façade is a key method of 
controlling the amount of solar energy that passes through the facade of a building. The blind 
system is installed within the cavity and is ideal for natural or mechanically ventilated façades.

a constant, comfortable internal building temperature and limit the need for excessive use of high 

Single systems or a bank of systems can operate separately depending on their particular position 

are available via a large range of control options.

the Council for Tall Buildings and Urban Habitat (CTBUH)
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White

RAL 9016

Silver

RAL 9006

Dark Brown

RAL 8019

Bronze

HOR 7140

Silver Pearl

RAL 9007

Storm Pearl

HOR 7043

Jet Black

RAL 9005

80 mm (3”) 100 mm (4”mm) 150 mm (6”)

Standard slat widths

and shock-proof.

The double omega punching, (standard on external and double skin facade installations) combined 
with ladder braids, ensure smooth closing of the slats. They also retain slat alignment and stability 
in most weather conditions and minimise excessive movement. No additional plastic components 
are necessary to stabilise the slats.

Standard slat colours

Aluminium 
Slats

Pre-treatment
AA 5050 marine grade with chromate conversion undercoat

High UV resistant (RUV3) PE (polyester) coil coating

Colours   

Monument Grey

RAL 7021



Deakin University, Geelong, Australia
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Timber
Slats

Horiso selects timber for the manufacturing of slats from sustainably managed forests which is key to 
the conservation and the long-term sustainable use of each plantation. Air and kiln drying 
processes reduce and stabilise the timber’s moisture content before milling and sanding which 

environmentally-friendly with zero volatile emissions.

Horiso timber slats are: 

•

• Dimensionally stable and warp resistant

• Visually appealing in terms of grain structure

•

•
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Slat widths

Slat Colours

time of contact.

Slat widths and lengths vary depending on the selection of timber species. A Horiso representative will 

63 mm (2 1/2”) 86 mm (3 3/8”) 137 mm (5 3/8”)
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Slats change position and angle to control solar glare and heat gain, and to allow natural light to 

pass between the slats, reducing the impact of wind on the system.

distribute light further into a room, maintaining comfortable conditions. 

Slat Tilting 
Position 

The slat

lowers in 

vertical (closed) 

position

Slats can 

be tilted at 

various

angles 0 - 90º

The blind is 

raised in a 

horizontal (open) 

position

Horiso N system 

can tilt up to 130º

Lower Tilt Raise Tilt
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Quality 
Components 

and suppliers. Products manufactured by Horiso are rigorously controlled and tested according to 
internal procedures prior to shipping from our factory.

Aluminium extruded components are powder-coated or 25 micron anodized to safeguard against 

Qualicoat® - Class 1.5, an internationally recognised powder-coating licensing authority. Qualicoat®

Quality Materials

• Slats: High UV resistant (RUV3) PE (polyester) coil coating

• Aluminium

• Heavy duty cables: stainless steel cable with stainless steel mushroom head

• Lifting and tilting device: high-strength, shrink-resistant and reinforced 100% Kevlar

• All steel components are stainless steel 316 marine grade

perforated aluminium slats



slats showing double omega punching and ladder cordbase bar and L-shaped termination bracket

retracted slats within pelmet
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