CAMARGUE® SKYE
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S-DRIVE TECHNOLOGY "‘

Reliable and durable rotating and sliding technology

PATENTED TECHNOLOGY

SYNCHRONISED DRIVE ON
BOTH SIDES OF THE BLADES

Even with an asymmetric load, the roof will

open and close in one smooth movement .
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‘Train’ system [other brands on the market]) Renson® S-Drive

Only the first blade [the locomative] is driven, DBriven by a spindle that evenly distributes
and all other blades (the carriages] are traction across all blades.
passively pulled along.
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Maximum motor load 1

S-drive

Motor load

Train princip|e

Movement
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SPINDLE FOR RETRACTABLE BLADES

TROLLEYS ON RAILS ENSURE
SMOOTH AND STABLE MOVEMENT

Each blade is driven individually

HEXAGONAL AXLE FOR
ROTATABLE BLADES

STRONG, DOUBLE-WALLED BLADES
CAN HANDLE HEAVY SNOW LOADS

THE ROOF 1S COMPLETELY
FLAT WHEN CLOSED

S1

NO GAPS BETWEEN THE BLADES

PATIO COVERS

Camargue® Skye / Camargue® Line / HORIZONTAL DESIGN



CAMARGUE® SKYE

Modular aluminium patio cover with rotating and
retractable blades and integrated side elements

e Modular support structure

e Patented S-Drive Technology: reliable and durable
rotating and sliding technology

 Integrated side elements and accessaries

e (Can be expanded multiple times on the span side,
even after first installation

CAMARGUE
LINE

SUN
PROTECTION

VENTILATING

WATER-
RESISTANT
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One roof section

150 I/m%h

RETRACTABLE

S-DRIVE' “‘ TECHNICAL DATA

PATENTED TECHNOLOGY Dimensions
Span Min. 2000 mm - max. 4500 mm
Pivot Min. 1256 mm - max. 6200 mm
Passage height Min. 415 mm - max. 2800 mm
Total height with blades closed Passage height + 260 mm
Total height with blades 90° open Passage height + 355 mm
Blade rotation Max. 145°

Testing and certificates

Wind guarantee of roof with blades closed Up to 120 km/h
Wind guarantee of closed Fixscreen Up to 60 km/h
Max. wind speed for roof or Fixscreen operation Up to max. 50 km/h
Water drainage flow 150 I/m2/h
Load-bearing capacity 100 kg/m?
Warranty

Structure 5years
Motors and controls 2 years
Somfy motaors (Fixscreens) 5 years
Aluminium profile paintwork 10 years
Colour and shine 15 years™
Fixscreen technology S5 years

Operating methods

Somfy RTS v
Samfy 10 -
Somfy Connexoon -
Somfy Tahoma -
Renson App control v

* Subject to registration of extended warranty and annual cleaning using the Renson® Maintenance Set
** Subject to use of Somfy external receiver RTS - full roof functionality unavailable



